


Tyeo GHS SAFETY DATA SHEET
Date Revised: JUN 2013
‘TFP-500 RED Low VOC Cemaent for CPVC Plastic Pipe Supersedss: DEG 2011
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Orange or gray, heavy syrupy liquid

Appsarance:

QOdor: Ketone Odor Threshold: 0.88 ppm (Cyciohexanana)

pH: Not Applicable

Melting/Frevzing Point; -108.5"C. (-163.3°F) Based on first melting companent; THF Bolling Range: B&*C {151°F) to $56"C (313*F)
Balling Polnt: 66°C (151°F) Based on first beiling companent THF Evaporation Rate: *1.0BUAC=1)

Fiash Polnt: -20°C (-4°F) TCC based on THF Flammability; Category 2

Specific Gravity: 0.889 @23°C { 73°F} Flammabllity Limits; LEL: 1.1% based on Cytlohaxancne
Solubliity: Solvent portion soluble in water. Resin portion separates out. UEL: 11.8% based on THF
Partition Coefficient n-octanoliwater: Not Availabla Vapor Pressurs: 129 mm Hg @ 20°C (68"Fbased on THF
Auto-ignition Tempsrature: 321°C (610°F) based on THF Vapor Denslty: <2 (Air = 1)

Decompaosition Temperature: Not Applicable Other Data: Viscosity: Haavy bodied

VOC Content:

When applied as directed, per SCAQMD Rule 1168, Test Mathod 316A,VOC content is: =480 gh
rem = - - e

" Stablity: Stable
Hazardous decomposition products: None in normal use. Whan forced to burn, this product gives off oxides of carbon, hydrogan chioride and smake.
Conditlons to avold: Keep away from heat, sparks, open flame and other ignition sources.

Incompatible Materials: Oxidizers, strong acids and bases, amines, ammonia
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Likely Routes of Exposurs:

Inhalation, Eye and Skin Contact
Acute symptoms and affacts:
Inhalation: Severa overexposure may result in nauses, dizziness, headache. Can cause drowsiness, iritation of eyes and nasal passages.
Eys Contact: Vapors slightly uncomforiabie. Overexposure may result in severs eye injury with carmeal or conjunctival inflammation on contact with the liquid.
Skin Contact: Liguid coract may remove natural skin oils rasuiting in skin iritation. Dermatitis may ocour with profonged contact.
Ingestion: May cause nausea, vomiting, diarrhea and mentai sluggishnass,
Chranlc {long-term) affacts: None known to humans
Toxicity: LDso LCso
Tetrahydrofuran (THF) Oral 2842 mg/kg {rat} Inhalation 3 hrs. 21,000 mg/m?® {rat}
Methyl Ethyl Ketone (MEK) Oral: 2737 mg/kg (rat), Dermal: 6480 mg/kg (rabbit) Inhatation 8 hrs, 23,500 mg/m? (rat)
Acetona Qrai: 5800 mg/kg (rat} Inhaiation 50,130 mg/m? {rat)
Cyclohexanans Oral: #5358 mgfkg (rat), Dermal: 948 mgfkg (rabbit) Inhalation 4 hrs. 8,000 PPM (rat)
Beproductive Effects Empryotoxjcity
Not Established
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Ecotaxicity: None Knowrn
Mobility: In narmal use, emission of volatie organic compaunds (VOG's) to the air takes place, typically at a rate of < 490 gA.
Degradability: Biodagradable

Bloaccumulation;

OTIC

Minimal fo none.

Proper Shipping Name:

Hazard Class: EXCEPYION for Ground Shipping
Sacondary Risk; None DOT Limited Quantity: Up to 5L per inner packaging, 30 kg gross weight per package.
Identiication Number: UN 1133 Consumer Commodity: Dspending on packaging, these quantities may gualify under DOT as "ORM-D" .
Packing Group: PG
Labei Required: Class 3 Flammable Liquid TDG INFORMATION
Marine Pollutant: NO TDG CLASS: FLAMMABLE LiQuID 3
SHIPPING NAME: ADHESIVES
UN NUMBER/PACKING GROUP: UN 1133, PG 1
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Procautionary Label information:  Highly Fial Ingradient Listings: USA TSCA, Europe EINECS, Canada DSL, Australia
Symbois: F, Xi AICS, Korsa ECLITCCL, Japan MITI (ENCS)
Risk Phrases; R11: Highly lammabls. ROG: Repeated axposure may cause skin drynass or cracking
R38/37: Imitating to eyes and respiratory system. RB7: Vapors may cause drowsinass and dizziness
Safaty Phrases: 52: Keep out of the reach of chikiren 525: Avaid contact with eyes.
$8: Kaep container in a well-ventilated place. 526: In tate of contact with ayes. rinse immediataly with plenty of water and seak madical advice,

516: Keep away from sources of ignition - No smoiing. $33: Take precautionary measures against static discharges,
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Specification Information: compliant with the requiremants of the Eurcpean
Department issuing data sheet: Safety Health & Ervironmantal Affairs Directive on RoHS {Resiriction of Hazardous Substances).
Training necessary: Yes, training in practices and procedures contained in product (iterature,

date/ for rel 5 6/20/2013 / Updated GHS Standard Format
Intanded Use of Product; Solvent Cement for CPVC Plastic Pipe

This product is intended for use by skilled individuals al their own risk. Tha information contained herein is Dbased on dala considerad accurate based on current state of
knowledge and exparience. However, no warranty is expressad or implied regarding the accuracy of this data or the results to be obtained from the use theraof.
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